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ABSTRACT 

A ten megawatt solar-pumped continuous liquid laser system for space 
applications is examined. It is found that a single inflatable mirror of 434m 
diameter used in conjunction with a conical secondary concentrator is 
sufficient to side pump a liquid neodymium lasant in an annular tube of 6m 
length and lm outer and 0.8m inner diameter. About one fourth of the 
intercepted radiation converging on the laser tube is absorbed and one fifth 
of this radiation is effective in populating the upper laser levels. The 
liquid lasant is flowed through the annular laser cavity at l.%n/s and is 
cooled via a heat exchanger and a large radiator surface comparable in size to 
the concentrating mirror. The power density of incident light within the 
lasant of approximately 68 watt/cm3 required for cw operation is exceeded in 
th 
10 e 

present annular configuration. Total system weight corresponds to 2.05 x 
kg and is thus capable of being transported to near earth orbit by a 

single shuttle flight. 

INTKODUCTION 

A new and potentially significant energy conversion technique suitable 

for space applications is the solar pumped laser which directly converts 

sunlight to laser radiation. Interest in this conversion method first 

developed during the early sixties 19293 with most of the work invoLving high 

quality optical concentrators of small aperture used to pump neodymium doped 

yttrium aluminum garnet (YAG). Continuous and spike free laser outputs at 

1.06 pm were observed at power levels up to one watt. Conversion efficiencies 

were generally quite low not exceeding one tenth of one percent. Typical pump 

radiation densities within the lasant required for threshold operation were 

about 100 w/cm3 and thus needed concentrations of the incoming sunlight by 

better than one thousand at the cylindrical laser surface. This work was not 

pursued for nearly a decade until the middle seventies when NASA became 

interested in using very large solar pumped lasers for both space 
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communications and space power transmission. Several systems studies of 100 

MW direct and indirect laser systems using gas as the lasant were 

undertaken4*5. From these studies it became clear that such solar pumped 

lasers would require very large concentrating mirrors up to 3000 m in diameter 

for a typical 100 MW gas laser system operating at one percent conversion 

efficiency. Concomitantly with these studies, NASA Langley undertook a series 

of small scale experimental studies using a solar simulator 6 . In these 

studies an iodine gas laser yielded pulsed outputs up to 3 watts at 1.315 LBD 

when using a 4kw continuous light source. The conversion efficiency was 

approximately n=O.l percent. This relatively low efficiency was in part due 

to the mismatch between the near ultraviolet pumping bands and the 6000 K 

black body spectrum of the solar simulator. Starting in 1981 we here at the 

University of Florida have been investigating an alternative solar pumped 

laser namely, the liquid neodymium system This NASA sponsored effort has 

as its objective not only to determine the characteristics of such a liquid 

laser system but also to construct an actual solar facility to pump these. 

The major advantages of a neodymium based solar pumped laser system over 

others are the excellent match of the neodymium absorption bands with the 

solar spectrum (Fig. l), the expected 5 percent conversion efficiency and the 

ability to have much larger power densities than for gas lasers. A drawback 

of the neodymium liquid is the need to keep its temperature below 38°C if 

laser action is to be maintained. This requires very large radiator surfaces 

for cooling when dealing with space applications. 

A large concentrator facility using eight by eight foot centrifugally 

spun epoxy mirrors has been built here at the University of Florida and we are 

now in the process of using the mirrors to lase a small neodynim fluid 

laser. We have succeeded in pumping a water cooled 5cm long YAG:Nd3+ laser 

rod using a single 8xSft mirror and an axicon secondary concentrator. A 
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continuous laser output of approximately one watt for periods as long as ten 

seconds has been achieved. 

As part of our research effort on liquid pumped lasers we have also been 

conducting a systems study on a 10 MW (1.4 x 104 HP) solar pumped liquid 

neodymium laser. It is our purpose here to discuss the characteristics of 

such a space based laser system including information on the concentrator 

size, the laser configuration and radiator requirements. 

MIRROR CONFIGURATION FOR A 10 MvJ LIQUID LASER SYSTEM 

We begin our investigation by first examining the size and configuration 

of the space mirror required to power a 10 MW liquid neodymium laser. 

Assuming a positioning of the laser system in near Earth orbit one has 

available 1.35 kw/m2 of solar flux. This rather diffuse radiation can be 

concentrated via a parabolic mirror of diameter D and focal length F into a 

spot (blur circle) of diameter F/107, where l/107 represents the angular width 

of the Sun as seen at 1 au. From this it follows that an ideal parabolic 

concentrator will produce a solar concentration of 

C = 1.145 x lo4 (D/F)2 

suns and that the total intercepted power wi'll be 

(1) 

P = 1060 D2, (2) 

where D is measured in meters and P in watts. The coherent laser output power 

possible using this concentrated radiation is equal to P multiplied by the 

overall conversion efficiency n. A plot of this output power as a function of 

mirror diameter and conversion efficiency is found in Fig. 2. From this 

figure one can see that a 10 MW neodymium space based laser operating at an 

efficiency of 5 percent will require a single parabolic mirror of D = 434 m. 

Note from Fig. 2 that such a mirror is smaller than that needed for the 



proposed 100 MW gas laser system proposed by NASA4 but very much larger than 

that used in existing ground based solar pumped lasers. Assuming a 600 m 

focal length, it follows from %q. (1) that the flux density at the blur circle 

will be 809 w/cm2 and the diameter of the focal spot will be 6=5.6 m. To 

achieve this concentration it is not necessary to use high quality diffraction 

limited optics and indeed mirror surface roughness elements of height A with 

slopes up to A/F = 0.01 can be allowed without appreciably widening the blur 

circle. This also means that spherical mirrors can be used as the primary 

concentrator as long as the f number (F/D) does not become too small. It is 

clear from the 434 m diameter mirror required for the present 10 MW system, 

that even the relatively simple centrifugally spun mirror construction method 

used quite successfully by us for ground based studies 7 becomes of limited 

value for space applications because of weight considerations. We therefore 

propose a novel type of light weight inflatable mirror (see ref. 10 for some 

related work) constructed from two sheets of plastic as shown in Fig. 3. One 

of these 10 urn thick acrylic sheets would be transparent whiLe the other would 

be coated with a thin aluminum layer of 0.2 urn thickness. The space between 

the sheets would be inflated with a gas so that the resultant lens like 

configuration with two spherical surfaces would be a self-supporting tension 

structure of about 6 x lo3 kg mass. The materials used for the sheets would 

have to be resistant against ultraviolet radiation and an automated pressure 

control system would have to be provided to avoid changes in focal length due 

to heating or cooling of the gas between the plastic sheets. We are presently 

in the process of conducting some model tests of such inflatable mirrors as we 

believe their proper functioning will be a crucial requirement for any large 

space based solar pumped laser system. 



We envision the concentrated radiation at the blur circle to be 

reconcentrated by means of a conical reflector (axicon) as shown in Fig. 4. 

The characteristics of such 'a concentrator have been discussed in detail 

elsewhere 8 and its function here is less to produce further flux concentration 

than to allow for an axisymmetric illumination of the cylindrical laser cavity 

for the purpose of side pumping. The dimension of this axicon concentrator 

must be such that its front opening just matches the focal spot size of the 

primary mirror while its length is determined by the required power density at 

threshold for cw lasing. This point will be considered next. 

THRESHOLD CONDITION FOR CONTINUOUS LASING 

In the present liquid laser system we are dealing with a 

0.3 " (3x102'/cm3) solution of neodymium ions in phosphoric oxychloride. 

Because of the excellent overlap of the absorption spectrum of Nd3+ with the 

solar spectrum (Fig. 1) one can expect this lasant to yield an overall 

conversion efficiency of about 5 percent. The absorption coefficient for this 

fluid at the absorption lines is approximately 0.25 cm-1 with the addition of 

chromium (Fig. 1) providing an even higher value. It is at once clear that 

the estimated 26 percent of the solar spectrum overlaping the Nd3+ absorption 

bands will not propagate into the liquid lasant more than 10 cm. This 

suggests that for efficient side pumping the lasant be placed into an annular 

laser tube of 1 m outer and 0.8 m inner diameter. The inner tube would have 

a built in reflector for the radiation not absorbed so as to allow it to be 

rejected from the axicon system. With an assumed absorption of 26 percent of 

the total incoming 200MW and the conversion of 10 EIW of this into laser 

radiation we would be left with some 42 MW which is converted to heat within 

the liquid lasant. This heat has to be removed from the cavity at a 

convective rate sufficient to keep the fluid from heating above its 38°C upper 

temperature limit for lasing. To determine the length of the laser cavity for 
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which this is possible we next calculate the minimum florescence power 

required for continuous output for this four level laser system. The 

florescence power per volume of lasant is9 

QfE !$I , 
S 

(3) 

where Nt is the threshold number density, ts the lifetime of the upper laser 

level and hu the transition energy. For the present neodymium system ts=3 x 

10m4 sec. The threshold number density is given by 

N= 
8atsAv 

t ct A2 
, (4) 

C 

with Au the gain linewidth here equal to 6 x 10 '2Hz;t, = R/Lc the decay 

lifetime of the cavity with 11 the cavity length, c the speed of light in the 

n=1.5 medium, L the loss per path in the resonant cavity and X = 1.06 pm/l.5 

the effective radiation wavelength. Bssuming a 6m long cavity with a 10 

percent loss per path yields t, = 3 x 10D7 sec. Substituting this into Eq. 

(4) yields 

Nt = 1.5 x 1015 atoms/cm3 . (5) 

This number density is consistent with the inversion density needed in smaller 

neodymium glass lasers 9 . Substituting Eq. (5) into Eq. (3) yields the 

flourescence power density of 

(+lf = 0.94 watts/cm3 (6) 

required for continuous lasing. This in turn means that if 20 percent of the 

incoming 26 percent of the solar radiation absorbed is effective in populating 

the upper laser level and we have a 40 percent quantum efficiency with a 1.5 

ratio of output to pump wavelength, that cw laser action will be maintained 

when the incoming solar radiation power per lasant volume equals 

($)pump= 67.8 watts/cm3. (7) 



This result thus indicates that for solar pumped lasiag in our liquid 

neodymium system the concentration of the pumping power must be of the order 

of 100 watts for every cubic centimeter of lasant. This condition is well 

satisfied in the present system where 200 MW of radiation power are available 

for 1.69 x 106 cm3 of lasant within the annular cavity. Indeed we have an 

average power density of 118 w/cm3 within the 6m long laser cavity. Lasing 

within the cavity will be made possible by two ring mirrors whose radii of 

curvature are large compared to the cavity length to insure mode stability. 

The mirrors will have to be cooled to prevent overheating and the resultant 

annular laser beam can be converted into a single cylindrical beam by an 

axicon mirror reflecting system located outside the resonant cavity. 

FLUID COOLING AND RADIATOR DESIGN 

The liquid lasant under consideration has an upper temperature limit of 

approximately 38°C. This together with the fluid freezing point allows a 

temperatue range of about 50°C. One is thus in a position of having to remove 

some 42 MW (10' calories/set) of heat from the fluid. In space this is most 

easily accomplished by first passing the moving lasant through a heat 

exchanger where a volatile second fluid is vaporized and then passed via a 

secondary loop to a large radiator surface where it condenses. This heat pipe 

cooling is a well established technolo,q and is capable of handling the large 

heat flow rates encountered in the present system. The velocity with which 

the lasant must flow through the laser cavity in order to stay within the 

above 50°C temperature range is readily calculated from the heat balance 

equation 

P AT = - 
PCJQ ’ (8) 

where p = 1.68 gm/cm3 is the lasant density, C = 0.22 cal/gm'C the specific 

heat, Q the volume flow rate and P=42 14W the solar power converted to heat 



within the fluid. J=4.18 joules per calorie is the mechanical equivalent of 

heat. Solving Eq. (8) f or AT = 50°C yields a volume flow rate of Q = 0.544 x 

106cm3/sec=0.544 m3/sec. From this it follows that the average axial velocity 

will be 1.92 m/set. If this heat is to be dissipated via the radiator panels 

indicated in Fig. 3, one can show by balancing the heat added to the system 

with that radiated away that the total surface area (including both the front 

and back) of the four panels envisioned will be 

Ar = PIsoT , (9) 

where P=42 T4W, E the surface emmisivity and o-=5.67 x 10B8 watt/m2 'K4. Taking 

T=300°K as the mean radiator temperature yields a radiator surface area of 

9.15 x lo4 m2for an ideal reflector with s=l. That is, for four square panels 

oriented at right angles to each other and having their planes parallel to the 

incoming solar radiation, the fluid heat can be dissipated if each panel is 

107m on a side. Note that the total radiator area is some 62 percent of the 

primary mirror area and hence quite large. The radiator surface could be 

constructed of thin parallel metal foils separated from each other by several 

millimeters to allow passage of the condensing vapor. A pump system for both 

the circulation of the lasant through the laser cavity and the circulation of 

the secondary cooling fluid in the radiator will be needed. We estimate a 

total of 20 kilowatt of electricity will be required to drive these pumps. 

The volume of secondary fluid in its liquid state will be comparable with the 

approximate 2.5 m' of lasant in the primary loop, with its volume in the 

gaseous state being a thousand times larger. 

OVERALL SYSTEM WEIGHT FOR TRANSPORT TO ORBIT 

We are now in a position to estimate the total mass of the proposed 10 MW 

laser system. The inflatable mirror as already discussed will have a mass of 

6 x 103kg. The axicon secondary reflector constructed from aluminum and 
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coated with a highly reflective inner surface will have a mass of 0.6x 103kg, 

the filled laser tube 3.4 x 103kg, the pumps and heat exchanger 2 x lo3 kg. 

The metal foil radiator panels would have an approximate mass of 5 x 103kg and 

the volatile secondary loop fluid 3.5 x lO-'kg. Adding these masses yields a 

net effective mass of 20.5 x 103kg. This mass is about 68 percent of that 

capable of being transported to near Earth orbit by a single shuttle flight5 

and about 50 times less than the mass of the proposed 100 MW NASA gas laser 

operating at 1 percent efficiency. 

CONCLUDING REMAKKS 

It has been shown that it is feasible to construct a 10 MW solar pumped 

liquid neodymium laser suitable for space operation. Such a laser system 

would require the development of a 434 m diameter inflatable mirror together 

with an axicon concentrator some five meters in diameter at its entrance and 

six meters long. The liquid lasant would be circulated through a 6 m long 

annular laser tube with a transparent outer glass wall through which some 200 

MW of concentrated solar radiation would enter. The majority of the incoming 

radiation would be rejected from the system after multiple reflections with 

about 26 percent of the energy being absorbed by the neodymium lasant. The 42 

MW of power converted into the heat within the lasant during the process is 

removed via a heat exchanger and a large radiator surface. The remaining 10 

MW would be available for laser output at 1.06~. 

The above numbers are very much a function of overall laser efficiency. 

For example the reduction of the efficiency by an order of magnitude from the 

5 percent value considered here would require not only a primary mirror ten 

times larger in area than the present one (Fig. '2) but also the radiator 

surface would need to be upscaled with the concomitant increase in overall 

System mass. At efficiencies below one percent the direct conversion of solar 
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energy to laser radiation would appear not to be competitive with indirect 

conversion schemes such collecting the sunlight via photovoltaic cells and 

then using the resultant stored electric energy to drive a high efficiency CO2 

gas discharge laser. The major drawback for the use of photovoltaic cells at 

the present time is their costs when the intention is to intercept large 

amounts of solar power as is required for large solar pumped laser systems. 
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Fig. 2 - Power of Solar Pumped Lasers as a Function of Mirror Diameter and Conversion Efficiency. 
The Points Indicate Existing or Proposed Solar Pumped Lasers. 
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Fig. 3 - Schematic of a 10 Megawatt Solar Pumped Liquid Laser 
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